EXTENDED BODY GATE VALVES

Application standards

1+ Design and manufacture conform to
APl 602, BS5352. ANSIB16.34;

2, Connacticn ends conform to:
1]5coket welded snds conforrm 1o ANSI B16.11;B/T1761
2)Screw ends conform to ANSIB1.20.71;JB/T7306
3)Butt-welded ends conform to ANSI B16.25;JB/T12224
dFlanged snds conforrm 1o ANSI B16.5;JB79

3. Test and inspection conformn to:
API598; GBT13927; JBT?092

4, Stucture featurss:
Bolted bonnet, cutside screw and yoke
Welded bonnet, outside scraw and yoke

5. Mateiials conformn fo ANSHASTM.

6+ Main materials:

A105; LF2; F5; F175 F22; 3040 316[L; F347;

F327; F51; Monsl; 20 Allcy.

Carbon steel temperature-pressure rate

CL160-286 BS.1 @ 100° F
CL300-740 BS.1 @ 100° F
CL&00-1480 RS.l @ 100 F
CL80O0-1975RS.1 @ 100° F
CL1600-3705 BS.l @ 100° F

Main part materials list

NO. A105/F6a | A105/F6aHFS LF2/304 F11/F6aHF  |F304(L)/304(L) |F316(LY316(L) F51/F51

1

2

3

Body
Seat
Wedge
Stemn
Gasket
Bonnet
Bolt
Pin
Gland
Gland eyebolt
Gland flange
Hex nut
Stem nut
Locking nut
Nameplate

Handwheel

Lubricating
gasket

Packing

A105 A105 LF2 F11 F304(L) F316(L) F51
410 410HF 304 41 0HF 304(L) 316(L) S
Féa Fé6a F304 Fé&aHF F304(L) F316(L) F&1
410 410 304 410 304(L) 316(L) FE]
304+ 304+ 304+ 304+ 304+ 316+ 316+
Flexible graphite Flexiole graphite Flexible graphite Fliexible graphite Flexible graphite  Flexble graphite Flexitle graphite
A105 A105 LF2 F11 F304(L) F316(L) F51
B7 B7 L7 B16 BS{M) B&(M) BaM
410 410 410 410 304 304 304
410 410 304 410 304 316 F&1
B7 B7 L7 B16 B&{M) B&(M) E&M
A105 A105 LF2 F11 F304 F304 F304
2H 2H 2H 2H 8(M) 8(M) 8M
410 410 410 410 410 410 410
35 35 35 &5 35 35 &5
AL AL AL AL AL AL AL
A1G7 A1G7 Al1G7 A1G7 A1/ A1G7 A1G7
410 410 410 410 410 410 410
Graphite Graphite Graphite Graphite Graphite Graphite Graphite
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EXTENED BODY GATE VALVES
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C L80 Welded bonnet, reducing port cutside screw and yoke(OS &Y)
Threaded, butt-welded or sockst welded ends; design to APl 602, APl 606

[ SpecficatoniPs) | |12 |y | 1 | e | 12 | 2

Face 1ofacs L 192 2156 23¢ 23¢9 258 262
183 163 182 182 216 216

152 170 184 184 193 197

Extended length b 108 108 127 127 152 152
Handwheel diarmeter W 100 100 126 160 160 180
Height H 161 163 196 203 257 290

Flow port dimension d 10.5 13.5 18 24 29 36.5
; K2 2415 Bt 4.5 6.3 (615 11.6
Welght(kg) KKiks | 20 24 3.4 6 8.0 11.4

C LBOO Belted bonnet, reducing port outside screw and yoke(OS & Y)
Threaded, butt-welded or socket welded ends; design to AP1602, APl 606

| Specification(es) || 172 | 4 | | | /| 1o ] 2 ]

192 216 239 239 988 262
Fasetolces . 153 183 182 182 216 216
152 170 184 184 193 197

Extended length
MR L 108 108 127 127 182 152
Haight H 161 163 196 223 98] 290
Flow pott dimensicn al 10.5 13.5 18 24 29 36.5
. Ko 58 20 55 7 8.5 12.1
W hiiEey KKK | 2.4 2.5 5 6.1 78 115

C L '| 500 Weldad bonnet, reducing port outside screw and yoke(OS & Y)
Threaded, butt-welded or socket welded ends; design to AP1 602, APl 606

| Speciication®ps) | | /2 | a || e | 1z | o> |

239 239 239 258 262 264

F tof
deefordce | 182 182 182 216 216 264
184 184 184 193 197 189

Extended length

- Ll 197 127 127 182 162 189
Handwheel diameter W 125 125 160 160 180 200
Height H 207 207 240 258 330 370
Flow port dimensicn d 10.56 13.5 18 24 29 36.5
: Kz 5.6 5.6 7.1 8.7 12.5 16.3

Weight(K
cichiifkg) KKK | 6.7 51 6.2 8 11.7 167

C L '| 500 Balfed bonnet, recucing port outsice screw and yoks(OS & Y)
Threaded, buft-weldsd of socket welded snds; designto APl 602, APl 606

[SpecficatonPs) | |12 | w4 | 1 | Ve | 12 | 2

239 239 23¢ 258 262 264

F tof
CEPIEISES: L 182 182 182 216 216 264
184 184 184 193 197 189

Extended length

< b 127 127 127 152 152 189
Handwheel diameter W 125 125 160 160 180 200
Height H 207 207 240 258 80 370
Flow port dimension d 10.5 13.5 18 24 29 36.5
: K2 o] 6 Wl 9.2 18,2 £

WY ht(K
Elohiikal KKikKi | 57 657 65 82 123 159
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